
POLISHED BRASS HANDLES 
with sustainably-sourced  
Greenguard Certified Leather

ZKSP1H1BVB1

TITANIUM HANDLES  
with sustainably-sourced  
Greenguard Certified Leather

ZKSP1H1TVT1

MONOGRAM DESIGNER COLLECTION 
COLUMN HANDLE KIT  
SOLD SEPARATELY 

CL

21"

F

E

9-1/2" MAX.

22" minimum
door opening
allowance

Conduit
48-1/2" 

Cutout depth
23-1/2" MIN

47" to 
bottom of 
junction box

D

Junction box 
location

2 x 4 or 
equivalent runners
level with bottom of 
cutout and flush
with sides of cutout 
or solid bottom floor

Suitable
bracing

to support
runners

(must support 375 lbs.)

Cabinet 30"
A –  Overlap of oven at top of cutout 1"
B –  Overlap of oven over side of edges of cutout 3/4"
C –  Overlap of oven at bottom of cutout 1-1/4"

 Oven 
D –  Install depth                                                             23-1/2"

   E – Overall height with trim 53"
F  – Overall width 29-3/4"

CT9550

Cutout width
28-1/2" MIN.
28-5/8" MAX.

B

A

C

Cutout height
50-1/4" MIN.
without pedestal
51-13/16" MIN.
51-15/16" MAX.
with pedestal

Recommended
minimum
cutout location
from the floor
12"

30''
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COLUMN HANDLE KIT BRASS 
ZKSP1H1BVB1

Overall Height (inches) 1 3/8" 

Overall Depth (inches) 2 7/16" 

Overall Length (inches) 34 5/8"

Overall Weight (pounds) 3.50  lbs.

COLUMN HANDLE KIT TITANIUM 
ZKSP1H1TVT1

Overall Height (inches) 1 3/8" 

Overall Depth (inches) 2 7/16" 

Overall Length (inches) 34 5/8"

Overall Weight (pounds) 3.50  lbs.

HANDLES CRAFTED IN COLLABORATION WITH KEELER BRASS CO.

For brass handles only, unlacquered brass is a living finish that requires additional use and care. See Keeler Brass Company Product Care Card for more details.

For brass and titanium handles, leather can naturally patina with use. See Keeler Brass Company Product Care Card for more details.

For questions about your  
appliance, please call 1-800-626-2000.



MONOGRAM DESIGNER COLLECTION 
TITANIUM 36" COLUMN PANELS 

CL

21"

F

E

9-1/2" MAX.

22" minimum
door opening
allowance

Conduit
48-1/2" 

Cutout depth
23-1/2" MIN

47" to 
bottom of 
junction box

D

Junction box 
location

2 x 4 or 
equivalent runners
level with bottom of 
cutout and flush
with sides of cutout 
or solid bottom floor

Suitable
bracing

to support
runners

(must support 375 lbs.)

Cabinet 30"
A –  Overlap of oven at top of cutout 1"
B –  Overlap of oven over side of edges of cutout 3/4"
C –  Overlap of oven at bottom of cutout 1-1/4"

 Oven 
D –  Install depth                                                             23-1/2"

   E – Overall height with trim 53"
F  – Overall width 29-3/4"

CT9550

Cutout width
28-1/2" MIN.
28-5/8" MAX.

B

A

C

Cutout height
50-1/4" MIN.
without pedestal
51-13/16" MIN.
51-15/16" MAX.
with pedestal

Recommended
minimum
cutout location
from the floor
12"

30''
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36" COLUMN PANEL TITANIUM RIGHT-HAND 
ZK1TN364VRH

Overall Width (inches) 35 9/16" 

Overall Height (inches) 91 7/8" 

Overall Depth (inches) 3/4"

Overall Weight (pounds) 56 lbs.

Full Warranty 2 Years

36" COLUMN PANEL TITANIUM LEFT-HAND 
ZK1TN369VLH

Overall Width (inches) 35 9/16" 

Overall Height (inches) 91 7/8" 

Overall Depth (inches) 3/4"

Overall Weight (pounds) 56 lbs.

Full Warranty 2 Years

83 3/8"
(211.8)

24 3/4"(62.9)

22 1/4
11 1/2”

"(56.5)

(29.2)

23 7/8"(60.6)

4”
(10.2)

35 13/18"

35 9/16"

(75.1)

95 7/8"
(243.8)

91 7/8"

4"
(10.2)

12"
(30.5)

Sits behind door panel; 
part required forinstallation. 
See notes below.

TOE KICK

TOP PLATE

TOP PLATE

Door
Angle

90°
115°

Dim A

5 1/8" (13)
16 9/16" (42.1)1 5/8" 

FRONT VIEW SIDE VIEW

OVERALL DIMENSIONS

DOOR SWING CLEARANCE

3.50" minimum between cutouts for 115° door swing clearance
2.75" minumum between cutouts for 90° door swing clearance

Designer Collection Top Plates & 4" Toe Kicks are available in different widths to avoid seams when 
combining columns. Top Plates must be installed onto the appliance before installing into cabinetry.  
See Top Plate Installation Guide. Due to 96" finished height, this part is required for proper installation.

Information above is for appliance and panel dimensions only. For reveal and spacing information  
to integrate into cabinetry, see DESIGNER COLLECTION 30" COLUMN INSTALLATION PAGE.



ACCESSORIES REQUIRED FOR INSTALL

36" Brass Top Plate ZKW36BW

36" Brass Toe Kick ZKK36BV

36" Titanium Top Plate ZKW36TV

36" Titanium Toe Kick ZKK36TV

MONOGRAM DESIGNER COLLECTION 
36" COLUMN INSTALLATION

CL

21"

F

E

9-1/2" MAX.

22" minimum
door opening
allowance

Conduit
48-1/2" 

Cutout depth
23-1/2" MIN

47" to 
bottom of 
junction box

D

Junction box 
location

2 x 4 or 
equivalent runners
level with bottom of 
cutout and flush
with sides of cutout 
or solid bottom floor

Suitable
bracing

to support
runners

(must support 375 lbs.)

Cabinet 30"
A –  Overlap of oven at top of cutout 1"
B –  Overlap of oven over side of edges of cutout 3/4"
C –  Overlap of oven at bottom of cutout 1-1/4"

 Oven 
D –  Install depth                                                             23-1/2"

   E – Overall height with trim 53"
F  – Overall width 29-3/4"

CT9550

Cutout width
28-1/2" MIN.
28-5/8" MAX.

B

A

C

Cutout height
50-1/4" MIN.
without pedestal
51-13/16" MIN.
51-15/16" MAX.
with pedestal

Recommended
minimum
cutout location
from the floor
12"

30''
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Finished
Return

SINGLE 36” INSTALLATION

SIDE VIEW

25" (63.5)

FRONT VIEW

ELECTRIC WATER

35 13/16" (91.0)

18"
(45.7)

9"
(22.9)

6"
(15.2)

2 1/2"
(6.4)

9"
(22.9)

8"
(20.3)

6"
(15.2)

BA
C

K96"
(243.8)

36" INTEGRATED FREEZER, ZIF361NPRII AND 
36" INTEGRATED REFRIGERATOR, ZIR361NPRII

Finished
Return

SINGLE 36” INSTALLATION

SIDE VIEW

25" (63.5)

FRONT VIEW

ELECTRIC WATER

35 13/16" (91.0)

18"
(45.7)

9"
(22.9)

6"
(15.2)

2 1/2"
(6.4)

9"
(22.9)

8"
(20.3)

6"
(15.2)

BA
C

K96"
(243.8)

36" INTEGRATED FREEZER, ZIF361NPRII AND
36" INTEGRATED REFRIGERATOR, ZIR361NPRII

Finished
Return

SINGLE 36” INSTALLATION

SIDE VIEW

25" (63.5)

FRONT VIEW

ELECTRIC WATER

35 13/16" (91.0)

18"
(45.7)

9"
(22.9)

6"
(15.2)

2 1/2"
(6.4)

9"
(22.9)

8"
(20.3)

6"
(15.2)

BA
C

K96"
(243.8)

36" INTEGRATED FREEZER, ZIF361NPRII AND
36" INTEGRATED REFRIGERATOR, ZIR361NPRII

For questions about your  
appliance, please call 1-800-626-2000.



MONOGRAM DESIGNER COLLECTION 
36" DUAL COLUMN INSTALLATION

CL

21"

F

E

9-1/2" MAX.

22" minimum
door opening
allowance

Conduit
48-1/2" 

Cutout depth
23-1/2" MIN

47" to 
bottom of 
junction box

D

Junction box 
location

2 x 4 or 
equivalent runners
level with bottom of 
cutout and flush
with sides of cutout 
or solid bottom floor

Suitable
bracing

to support
runners

(must support 375 lbs.)

Cabinet 30"
A –  Overlap of oven at top of cutout 1"
B –  Overlap of oven over side of edges of cutout 3/4"
C –  Overlap of oven at bottom of cutout 1-1/4"

 Oven 
D –  Install depth                                                             23-1/2"

   E – Overall height with trim 53"
F  – Overall width 29-3/4"

CT9550

Cutout width
28-1/2" MIN.
28-5/8" MAX.

B

A

C

Cutout height
50-1/4" MIN.
without pedestal
51-13/16" MIN.
51-15/16" MAX.
with pedestal

Recommended
minimum
cutout location
from the floor
12"

30''
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HELPFUL TIPS

  In a side-by-side installation of a left- and right-hand 
door swing product, 1/2" clearance between the units 
is required. Also required is side-by-side Heater/Dual 
Installation Kit, ZKUN.

A

24 3/4"(62.9)

22 1/4
11 1/2”

"(56.5)

(29.2)

23 7/8"(60.6)

C

SIDE VIEW

25" (63.5)

FRONT VIEW

ZIR361NPRII

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

65 1/2" (166.4)

Water

9"
(22.9)

6" (15.2)

2 1/2"
(6.4)

38" (96.5)

48" (121.9)

6"
(15.2)

Finished
Return

B
ac

k

Electric

9"
(22.9)

5"
(12.7)

(10.2)
9 1/2"

(24.1)

4 3/8"
(11.1)

WaterElectric

SIDE VIEW

25" (63.5)

FRONT VIEW

ZIR361NPRII

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

84"
(213.4)

65 1/2" (166.4)

Water

9"
(22.9)

6" (15.2)

2 1/2"
(6.4)

38" (96.5)

48" (121.9)

6"
(15.2)

Finished
Return

BA
C

K

Electric

9"
(22.9)

5"
(12.7)

4"
(10.2)

9 1/2"
(24.1)

4 3/8"
(11.1)

WaterElectric

DUAL INSTALLATION
30" INTEGRATED FREEZER, ZIF301NPNII AND

A A

CB B25" (63.5)

ZIFP360NXLH

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

SIDE VIEWFRONT VIEW

59 1/2" (151.1)

9 1/2"
(24.1)

6 1/4"
6 1/4"(10.2)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

4 3/8"
(11.1)

ELECTRIC WATERELECTRIC WATER

6 1/4"
(15.9)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

34 1/8" (86.7)

40" (101.6)

25" (63.5)

6"
(15.2)

Finished
Return

B
ac

k

25" (63.5)

84"
(213.4)

ZIFP360NXLH

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

SIDE VIEWFRONT VIEW

84"
(213.4)

59 1/2" (151.1)

ELEC

9 1/2"
(24.1)

4"
(10.2)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

4 3/8"
(11.1)

ELEC

6 1/4"
(15.9)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

34 1/8" (86.7)

40" (101.6)

25" (63.5)

6"
(15.2)

Finished
Return

B
ac

k

DUAL INSTALLATION
30" INTEGRATED FREEZER, ZIF301NBRII AND
30 36" INTEGRATED REFRIGERATOR, ZIR361NPRII" INTEGRATED REFRIGERATOR, ZIR301NBRII

A A

DUAL PRODUCT CLEARANCES

**16 9/16" min (42.1) 
To wall

**16 9/16" min (42.1) 
To wall

***1/2"
(1.3)

115
Door swing

115
Door swing

** Dimensions based on handle height of 2 9/16
*** Included in the 59 1/2" or 71 1/2 cut out requirements 

" (6.5)

A

96"
(243.8)

96"
(243.8)

SIDE VIEW

25" (63.5)

FRONT VIEW

84"
(213.4)

71 1/2" (181.6)

Water

9"
(22.9)

6" (15.2)

2 1/2"
(6.4)

44" (111.8)

54" (137.2)

6"
(15.2)

Finished
Return

BA
C

K

Electric

9"
(22.9)

9"
(22.9)

9"
(22.9)

18"
(45.7)

8"
(20.3)

WaterElectric

C

SIDE VIEW

25" (63.5)

FRONT VIEW

71 1/2" (181.6)

Water

9"
(22.9)

6" (15.2)

2 1/2"
(6.4)

44" (111.8)

54" (137.2)

6"
(15.2)

Finished
Return

B
ac

k

Electric

9"
(22.9)

9"
(22.9)

9"
(22.9)

18"
(45.7)

8"
(20.3)

WaterElectric

DUAL INSTALLATION 
36" INTEGRATED FREEZER, ZIF361NPRII AND 
36" INTEGRATED REFRIGERATOR, ZIR361NPRII

A A

96"
(243.8)

ACCESSORIES REQUIRED FOR INSTALL

72" Brass Top Plate ZKW72BV

72" Brass Toe Kick ZKK72BV

72" Titanium Top Plate ZKW72TV

72" Titanium Toe Kick ZKK72TV

HELPFUL TIPS

  A separate 115V, 60Hz, 15-or 20-amp power supply 
is recommended for each product.

  Cutout based on installation of two products with 
a left- and right-hand door swing.

	 	A	minumum	6"	(15.2)	finished	return	matching	 
cabinet exterior recommended on interior on all 
sides and top at front of opening.

A

B

C
24 3/4"(62.9)

22 1/4
11 1/2”

"(56.5)

(29.2)

23 7/8"(60.6)

C

SIDE VIEW

25" (63.5)

FRONT VIEW

ZIR361NPRII

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

65 1/2" (166.4)

Water

9"
(22.9)

6" (15.2)

2 1/2"
(6.4)

38" (96.5)

48" (121.9)

6"
(15.2)

Finished
Return

B
ac

k

Electric

9"
(22.9)

5"
(12.7)

(10.2)
9 1/2"

(24.1)

4 3/8"
(11.1)

WaterElectric

SIDE VIEW

25" (63.5)

FRONT VIEW

ZIR361NPRII

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

84"
(213.4)

65 1/2" (166.4)

Water

9"
(22.9)

6" (15.2)

2 1/2"
(6.4)

38" (96.5)

48" (121.9)

6"
(15.2)

Finished
Return

BA
C

K

Electric

9"
(22.9)

5"
(12.7)

4"
(10.2)

9 1/2"
(24.1)

4 3/8"
(11.1)

WaterElectric

DUAL INSTALLATION 
30" INTEGRATED FREEZER, ZIF301NPNII AND 

A A

CB B25" (63.5)

ZIFP360NXLH

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

SIDE VIEWFRONT VIEW

59 1/2" (151.1)

9 1/2"
(24.1)

6 1/4"
6 1/4"(10.2)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

4 3/8"
(11.1)

ELECTRIC WATERELECTRIC WATER

6 1/4"
(15.9)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

34 1/8" (86.7)

40" (101.6)

25" (63.5)

6"
(15.2)

Finished
Return

B
ac

k

25" (63.5)

84"
(213.4)

ZIFP360NXLH

SIDE VIEW INSTALLED
WITH ANTI-TIP BRACKET

SIDE VIEWFRONT VIEW

84"
(213.4)

59 1/2" (151.1)

ELEC

9 1/2"
(24.1)

4"
(10.2)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

4 3/8"
(11.1)

ELEC

6 1/4"
(15.9)

6"
(15.2)

2 1/2"
(6.4)

5"
(12.7)

34 1/8" (86.7)

40" (101.6)

25" (63.5)

6"
(15.2)

Finished
Return

B
ac

k

DUAL INSTALLATION
30" INTEGRATED FREEZER, ZIF301NBRII AND
30 36" INTEGRATED REFRIGERATOR, ZIR361NPRII" INTEGRATED REFRIGERATOR, ZIR301NBRII

A A

DUAL PRODUCT CLEARANCES

**16 9/16" min (42.1) 
To wall

**16 9/16" min (42.1) 
To wall

***1/2"
(1.3)

115
Door swing

115
Door swing

** Dimensions based on handle height of 2 9/16
*** Included in the 59 1/2" or 71 1/2 cut out requirements 

" (6.5)

A

96"
(243.8)

96"
(243.8)

ACCESSORIES REQUIRED FOR INSTALL

66" Brass Top Plate ZKW66BV

66" Brass Toe Kick ZKK66BV

66" Titanium Top Plate ZKW66TV

66" Titanium Toe Kick ZKK66TV

For questions about your  
appliance, please call 1-800-626-2000.



30" BRASS TOP PLATE — ZKW30BV
30" TITANIUM TOP PLATE — ZKW30TV

Overall Width (inches) 29 1/2" 

Overall Height (inches) 12" 

Overall Depth (inches)** 11 1/2"

Overall Weight (pounds) 5 lbs.

36" BRASS TOP PLATE — ZKW36BV
36" TITANIUM TOP PLATE — ZKW36TV

Overall Width (inches) 35 1/2" 

Overall Height (inches) 12" 

Overall Depth (inches)** 11 1/2"

Overall Weight (pounds) 6 lbs.

60" BRASS TOP PLATE — ZKW60BV
60" TITANIUM TOP PLATE — ZKW60TV

Overall Width (inches) 59 1/4" 

Overall Height (inches) 12" 

Overall Depth (inches)** 11 1/2"

Overall Weight (pounds) 9 lbs.

66" BRASS TOP PLATE — ZKW66BV
66" TITANIUM TOP PLATE — ZKW66TV

Overall Width (inches) 65 1/4" 

Overall Height (inches) 12" 

Overall Depth (inches)** 11 1/2"

Overall Weight (pounds) 10 lbs.

72" BRASS TOP PLATE — ZKW72BV
72" TITANIUM TOP PLATE — ZKW72TV

Overall Width (inches) 71 1/4" 

Overall Height (inches) 12" 

Overall Depth (inches)** 11 1/2"

Overall Weight (pounds) 11 lbs.

30" BRASS TOE KICK — ZKK30BV
30" TITANIUM TOE KICK — ZKK30TV

Overall Width (inches) 29 1/2"

Overall Height (inches) 4" 

Overall Depth (inches) 1/8"

Overall Weight (pounds) 2 lbs.

36" BRASS TOE KICK — ZKK36BV
36" TITANIUM TOE KICK — ZKK36TV

Overall Width (inches) 35 1/2"

Overall Height (inches) 4" 

Overall Depth (inches) 1/8"

Overall Weight (pounds) 2 lbs.

60" BRASS TOE KICK — ZKK60BV
60" TITANIUM TOE KICK — ZKK60TV

Overall Width (inches) 59 1/4" 

Overall Height (inches) 4" 

Overall Depth (inches) 1/8"

Overall Weight (pounds) 4 lbs.

66" BRASS TOE KICK — ZKK66BV
66" TITANIUM TOE KICK — ZKK66TV

Overall Width (inches) 65 1/4" 

Overall Height (inches) 4" 

Overall Depth (inches) 1/8"

Overall Weight (pounds) 4 lbs.

72" BRASS TOE KICK — ZKK72BV
72" TITANIUM TOE KICK — ZKK72TV

Overall Width (inches) 71 1/4" 

Overall Height (inches) 4" 

Overall Depth (inches) 1/8"

Overall Weight (pounds) 4 lbs.

TOE KICK

TOP PLATE

BRASS TOE KICK

30" Toe Kick Brass: ZKK30BV 
36" Toe Kick Brass: ZKK36BV 
60" Toe Kick Brass: ZKK60BV 
66" Toe Kick Brass: ZKK66BV 
72" Toe Kick Brass: ZKK72BV

TITANIUM TOE KICK 

30" Toe Kick Titanium: ZKK30TV 
36" Toe Kick Titanium: ZKK36TV 
60" Toe Kick Titanium: ZKK60TV 
66" Toe Kick Titanium: ZKK66TV 
72" Toe Kick Titanium: ZKK72TV

BRASS TOP PLATE

30" Top Plate Brass: ZKW30BV 
36" Top Plate Brass: ZKW36BV  
60" Top Plate Brass: ZKW60BV 
66" Top Plate Brass: ZKW66BV 
72" Top Plate Brass: ZKW72BV

TITANIUM TOP PLATE 

30" Top Plate Titanium: ZKW30TV  
36" Top Plate Titanium: ZKW36TV 
60" Top Plate Titanium: ZKW60TV 
66" Top Plate Titanium: ZKW66TV 
72" Top Plate Titanium: ZKW72TV

TOE KICK AND TOP PLATE ACCESSORIES 
REQUIRED FOR COLUMN PANELS 

CL

21"

F

E

9-1/2" MAX.

22" minimum
door opening
allowance

Conduit
48-1/2" 

Cutout depth
23-1/2" MIN

47" to 
bottom of 
junction box

D

Junction box 
location

2 x 4 or 
equivalent runners
level with bottom of 
cutout and flush
with sides of cutout 
or solid bottom floor

Suitable
bracing

to support
runners

(must support 375 lbs.)

Cabinet 30"
A –  Overlap of oven at top of cutout 1"
B –  Overlap of oven over side of edges of cutout 3/4"
C –  Overlap of oven at bottom of cutout 1-1/4"

 Oven 
D –  Install depth                                                             23-1/2"

   E – Overall height with trim 53"
F  – Overall width 29-3/4"

CT9550

Cutout width
28-1/2" MIN.
28-5/8" MAX.

B

A

C

Cutout height
50-1/4" MIN.
without pedestal
51-13/16" MIN.
51-15/16" MAX.
with pedestal

Recommended
minimum
cutout location
from the floor
12"

30''
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For questions about your  
appliance, please call 1-800-626-2000.


