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 Installation
 Instructions

53″
Brass Hood

Designer Collection

WARNING TO REDUCE THE RISK OF FIRE, 
ELECTRICAL SHOCK OR INJURY TO PERSONS, 
OBSERVE THE FOLLOWING:

CAUTION

WARNING TO REDUCE THE RISK OF FIRE, 
USE ONLY METAL DUCTWORK.

Model:

BEFORE YOU BEGIN
IMPORTANT

IMPORTANT

Note to Installer

Note to Consumer

Skill Level

WARNING

CAUTION

TWO PEOPLE ARE 
REQUIRED FOR PROPER INSTALLATION

READ AND SAVE THESE INSTRUCTIONS
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PRODUCT DIMENSIONS

SIDE VIEW FRONT VIEW

18”

25”

34”

53”

40”

ADDITIONAL PARTS PROVIDED TOOLS AND MATERIALS REQUIRED

Pencil

Safety glasses

Tape measure

Flashlight
Safety Gloves

Phillips screwdriver

Electric or battery operated drill.
1/8” drill bit. 3/16” drill bit.
Phillips driver.

Step ladder
Level
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INSTALLATION CLEARANCES

ADVANCED PLANNING
Ductwork Planning Wall Framing for Adequate Support

UNBOXING

NOTE:

Cut Straps Remove Top Remove Sleeve Remove Hood

SOFFIT OR UPPER CABINETS

30" MIN.
36" MAX.

30" MIN.
36" MAX.

Top Vent Installation Back Vent Installation
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STEP 1  DETERMINE HOOD AND DUCTWORK LOCATIONS
MARK LOCATION OF WOOD SUPPORT:

FOR VERTICAL (Straight Up) DUCTING:

28”

16”

Top of Hood

Wood 
Support

Bottom of Hood

34”

4-3/4”8-1/2”8-1/2”8-1/2”

Top of Hood

8-3/4” 10-1/2”hole 10-1/2”hole 7-1/2”

Wood 
Support

Bottom of Hood

FOR DUCTING THROUGH REAR WALL:

HOUSE WIRING LOCATION: House Wiring

Top of Hood
comes through here

9” 32”

2”

CL
Wood 

Support
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STEP 2 INSTALL HOOD TO WALL
MOUNT WOOD SUPPORT TO WALL:

Wood Support

16”

30”
to

36”

Centerline of 
Installation

Space

IMPORTANT: Screws must penetrate at least 1" into 
vertical studs. Countersink screws in support.
NOTE: 

1/4”
Gap

Mounting Screws 
as Shipped

30”
to

36”
Centerline of 
Installation

Space

Keyhole Slots

choose screw holes that line up with studs

choose screw holes that line up with studs

IMPORTANT:
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STEP 3 PREPARE CUSTOM HOOD INSERT (UVC9420) FOR INSTALLATION

WARNING
Step 2 (Connect Electrical Cables)

ground wire insert ground screw insert junction box
house ground wire hood ground wire insert ground screw

Ground wire with
ring terminal.
Provided with
hood.

Ground Screw in Junction Box

House Ground Wire

Ground Hole Location in Hood

STEP 4 INSTALL HOOD INSERT 
INTO HOOD

Junction Box inside the Insert


