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For questions about your  
appliance, please call 1-800-626-2000.

ADA
COMPLIANT

MONOGRAM 30" STEAM OVEN
ZMB9031SNSS 

Product Specification Revised 2/22

THE MONOGRAM MINIMALIST COLLECTION 
Streamlined design and precisely machined metals create a 
contemporary yet functional aesthetic

STEAM COOKING 
This healthy method of cooking helps foods to better retain 
their flavor, color and nutritional value

COMBINATION COOKING 
Utilizing True European convection baking, broiling and roasting 
with steam assist at the same time creates exceptional results

PRE-PROGRAMMED RECIPES 
Select from a large number of built-in recipes to perfectly prepare 
vegetables, rice, grains and meat

INNOVATIVE RECIRCULATING WATER SYSTEM 
An advanced feature that maximizes water use and provides 
continuous steam throughout the cooking process

PAN SET 
These six stainless steel pans are the ideal cookware for reheating 
multiple food items simultaneously while also reducing odor and 
flavor transfer



HELPFUL TIPS
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ZSC1201NSSWALL INSTALLATION

A    Junction box location  
(May also be located in adjacent 
cabinet.)

B    Platform must be able to 
support 130 lbs (59 kg)

C    Top surface of cabinet must be 
an appearance finished surface 
for flush installation.

D    Cleats may be visible and 
should be finished to match 
cabinetry.

UNDERCOUNTER INSTALLATION

For more details, refer to the installation instructions for this product on Monogram.com. 
Dimensions in parentheses are in centimeters unless otherwise noted.
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